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FORM “J”
APPLICATION FOR PROPANE TANK INSTALLATION FORM

| /WE PROPOSE TO INSTALL A PROPANE TANK(S) AT:

APPLICANT:

Property Owner:

Street Address: Lot: Plan:
Manufacturer’'s Name Plate: Date of Tank:
Model #: Serial #:

1. Size of Propane Tank(s):

682 litres 1,136 litres 2,273 litres 4,546 litres
(150 gallons) (250 Gallons) (500 Gallons) (1,000 Gallons)
Length 85” 92” 1207 190”
Diameter 25” 30" 37" 41”
Weight 320Ibs. 485Ibs. 950Ibs. 1,750Ibs.
Other size: litres - or gallons

2. Type of Protection around Tank(Fence / Barricade):

3. Location from Traffic lane: Minimum 2.4m (8 feet)

4. Location of tank on the property;

(a) Distance from Side Property Line: From Rear Property Line:

(b) Distance from Ditch, Drain, Sewer or Pit:

(c) Distance from Electrical Power Lines Horizontal Clearance:
7.5m (25 Feet) Overhead Lines
1.5m (5 Feet) Underground Lines
5. Installation Company:

(a) Contact Name:
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(b) Contact Number;

(c) Contact Email:

(d) Proposed Date of Installation:

(e) Signature of Company Official: (who connected the
service)

Requirements for the clearance around Propane Tanks (cont’d.)

On a separate paper please include draft sketch of the placement of your propane tank in relation to
the structures (home, buildings) on your property. If you require assistance with this requirement
contact the Development Officer at the Town Office for a Legal Survey plan of your lot so that your
sketch plan can be plotted on it.

Vertical Tanks-

The requirements for the clearance around vertical propane tanks under 125 gallons depends on
location of ignition sources, venting windows and doors. The tank itself may be placed against the
house or building, but it has to be at least 10 feet from an ignition source such as water heater and 3

feet from venting windows or door.

Horizontal Tanks-

Horizontal tanks, also referred to as vessels, come in three main sizes: 250, 500 and 1,000 gallons.
The size of the vessel normally depends on the propane requirements and the size of the structure
using the fuel. The requirements for the clearance around the 250 & 500 gallon propane tanks is at
least 10 feet from the structure, 10 feet from the property line and 10 feet from any ignition source.
The 1,000 gallon propane tank requires at least 25 feet of clearance from the structure, the property
line and ignition source.



